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Application of steel grade & specification 

Tensile Strength Yield Strength Elongation C
Min, Mpa Min, Mpa Min, % Max, %

A36 400-550 250 20 0.25
A283 Gr.C 380-515 205 22 0.24
A573 Gr.70 485-620 290 18 0.27

SM400A 0.23
SM400B
SM490A
SM490B 0.18

SM490YA
SM490YB
SM520B
SM520C 365
SN400A 21 0.24
SN400B 22 0.20
SS400 245 21
SS490 490-610 285 19

S235 JR
S235 J0
S235 J2
S275 JR 0.21
S275 J0
S275 J2
S355 JR 0.24
S355 J0
S355 J2

3678 Gr.250 410 280 22
3678 Gr.300 430 320 21
3678 Gr.350 450 360 20
A285 Gr.C 380-515 205 23 0.28
A515 Gr.60 415-550 220 21 0.24
A515 Gr.70 485-620 260 17 0.31
A516 Gr.60 415-550 220 21 0.21
A516 Gr.70 485-620 260 17 0.27
A572 Gr.50 450 345 18 0.23
A572 Gr.55 485 380 20 0.25
A572 Gr.60 520 415 18
A572 Gr.65 550 450 19
A709 Gr.50 450 345 18 0.23
2W Gr.50 448 345-517 23 0.16
5L X42 414-758 290-496 30
5L X60 517-758 414-565
5L X65 531-758 448-600
5L X70 565-758 483-621
Gr.A 400-520 235 0.21
AH32 440-590 315
AH36 490-620 355 21
DH32 440-590 315 22
DH36 490-620 355 21
EH32 440-590 315 22
EH36 490-620 355 21

Lloyd's Gr.A 400-520 235 22 0.21
Note : Mechanical properties and chemical composition table shows basic chemical contents of each steel standard, they might be changed according to their remarks or regulations.

MACHANICAL PROPERTIES
APPLICATION STANDARD PRODUCT GRADE

HOT ROLLED STEEL PLATE

FOR STRUCTURAL QUALITY

ASTM

19
355

JIS

400-510 235 22
0.20

490-610
315 21

EN

360-510 235 22 0.17

0.20

410-560 275 19
0.18

470-630 355 18

HOT ROLLED STEEL PLATE

FOR PRESSURE VESSEL 

QUALITY

ASTM

AS 0.22

HOT ROLLED STEEL PLATE

FOR HULL STRUCTURAL
ABS

0.18

0.26

HOT ROLLED STEEL PLATE

FOR LINE PIPE
API

0.22

HIGH-STRENGTH LOW ALLOY 

STEEL FOR STRUCTURAL 

QUALITY

ASTM

520-640

400-510
235

22

0.20

24



Mn Si P S Cr Ni Cu Mo Nb V Ti
% % Max, % Max, % % % % % % % %

0.80-1.20 0.040 0.050
0.90 Max
0.85-1.20
0.50-1.20
0.60-1.40 0.35 Max

1.65 Max
1.65 Max

- -
0.6-1.4 0.35 Max 0.03 0.015

0.035 0.035
0.030 0.030
0.025 0.025
0.035 0.035
0.030 0.030
0.025 0.025
0.035 0.035
0.030 0.030

1.20 Max
0.60-1.20
0.85-1.20

1.15-1.60 0.05-0.50 0.030 0.010 0.25 Max 0.75 Max 0.35 Max 0.08 Max 0.03 Max 0.01 Max 0.007-0.02
1.30 Max
1.40 Max
1.45 Max
1.65 Max
0.50-1.20 0.50 Max

0.50-1.20 0.50 Max
Note : Mechanical properties and chemical composition table shows basic chemical contents of each steel standard, they might be changed according to their remarks or regulations.

CHEMICAL COMPOSITION

0.15-0.40
0.035 0.040

1.60 Max

0.050 0.050

1.40 Max

0.55 Max

0.55 Max1.50 Max

1.60 Max

0.03 Max

0.90 Max

0.035 0.035 0.30 Max
0.15-0.40

0.30 Max 0.50 Max 0.40 Max 0.10 Max
0.040 Max

Nb+V+Ti=0.150 Max
1.70 Max 0.55 Max 0.040 0.040

0.90-1.60 0.10-0.50

0.005-0.05 0.01-0.15 0.006-0.04

0.025 0.015 Nb+V+Ti=0.150 Max

1.35 Max 0.15-0.40 0.040 0.050

0.0350.035

0.025

0.05

0.02 Max

0.035
0.55 Max

0.20 Max 0.40 Max 0.35 Max 0.08 Max 0.02-0.05 0.05-0.10

0.40 Max 0.40 Max 0.12 Max 0.02 Max 0.03 Max



WIDTH (mm.)

THICKNESS (mm.) 1,000 TO 1,350 1,351 TO 1,650 1,651 TO 1,950 1,951 TO 2,250 2,251 TO 2,550 2,551 TO 2,850 2,851 TO 3,048

A283 Gr.C / A285 Gr.C 13 13 13 13 13

A36 / A515 Gr.60 13 13 13 13 13 13 13

A516 Gr.60 / ABS Gr.A 13 13 13 13 13 13 13

Lloyd's Gr.A / SS 400 13 13 13 13 13 13 13

SM 400 A,B 14 14 14 14 14 14 14

S 235 JR,J0,J2 14 14 14 14 14 14 14

S 275 JR,J0,J2 14 14 14 14 14 14 14

AS 3678 Gr.250, 300 14 14 14 14 14 14 14

SN 400 A,B 14 14 14 14 14 14 14

and other equivalent 

grades
16 16 16 16 16 16 16

16 16 16 16 16 16 14

10 10 10 10 10

WIDTH (mm.)

THICKNESS (mm.) 1,000 TO 1,350 1,351 TO 1,650 1,651 TO 1,950 1,951 TO 2,250 2,251 TO 2,550 2,551 TO 2,850 2,851 TO 3,048

A572 Gr.50,55,60,65

A709 Gr.50 13 13 13

S355 JR,J0,J2 13 13 13 13 13

SM 490 YA, SM 490 YB 13 13 13 13 13

AS 3678 Gr.350 14 14 14 14 14 14

ABS AH 32, AH 36 14 14 14 14 14 14 13

ABS DH 32, DH 36 14 14 14 14 14 14 14

API 5L X42 14 14 14 14 14 14 14

SM 520 B, SM 520 C 14 14 14 14 14 14 14

and other equivalent grades 16 16 16 16 16 16 16

75 - 90

90 - 127

10 - 12

12 - 15

15 - 20

20 - 26

26 - 40

40 - 75

90 - 127

PLATE STANDARD SIZE RANGE

PRODUCT GROUP DESIGNATION GRADE
MAXIMUM LENGTH [M.]

AS ROLLED - HIGH 

STRENGTH LOW 

ALLOY STEEL

5 - 7

7 - 8

8 - 9

9 - 10

12 - 15

15 - 20

20 - 26

26 - 40

40 - 75

75 - 90

PLATE STANDARD SIZE RANGE

PRODUCT GROUP DESIGNATION GRADE
MAXIMUM LENGTH [M.]

LOW-INTERMEDIATE 

STRENGTH

5 - 7

7 - 8

8 - 9

9 - 10

10 - 12



WIDTH (mm.)

THICKNESS (mm.) 1,000 TO 1,350 1,351 TO 1,650 1,651 TO 1,950 1,951 TO 2,250 2,251 TO 2,550 2,551 TO 2,850 2,851 TO 3,048

A515 Gr.70 13 13 13

A516 Gr.70 13 13 13 13 13

A573 Gr.70 13 13 13 13 13 13

SS 490 13 13 13 13 13 13 13

SM 490 A 14 14 14 14 14 14 14

SM 490 B 14 14 14 14 14 14 14

and other equivalent grades 14 14 14 14 14 14 14

14 14 14 14 14 14 14

14 14 14 14 14 14 14

16 16 16 16 16 16 16

16 16 16 16 16 16 14

10 10 10 10 10

WIDTH (mm.)

THICKNESS (mm.) 1,000 TO 1,350 1,351 TO 1,650 1,651 TO 1,950 1,951 TO 2,250 2,251 TO 2,550 2,551 TO 2,850 2,851 TO 3,048

ABS EH 32, 36

API 2W Gr.50

API 5L X60, 65, 70 13 13 13 13

and other equivalent grades 13 13 13 13 13

14 14 14 14 14 14

14 14 14 14 14 14

14 14 14 14 14 14

14 14 14 14 14 14 14

14 14 14 14 14 14 14

40 - 75

75 - 90

90 - 127

TMCP - HIGH 

STRENGTH LOW 

ALLOY STEEL

5 - 7

7 - 8

8 - 9

9 - 10

10 - 12

12 - 15

15 - 20

20 - 26

26 - 40

40 - 75

75 - 90

90 - 127

PLATE STANDARD SIZE RANGE

PRODUCT GROUP DESIGNATION GRADE
MAXIMUM LENGTH [M.]

HIGH STRENGTH

5 - 7

7 - 8

8 - 9

9 - 10

10 - 12

12 - 15

15 - 20

20 - 26

26 - 40

PLATE STANDARD SIZE RANGE

PRODUCT GROUP DESIGNATION GRADE
MAXIMUM LENGTH [M.]
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Clients

Anon.MR
Typewriter



Certificate

Road to International Trust

•  ABS (Am erican Bureau o f Sh ipping)  

•   

•  AS (A ustra lian  Standard)  

•  ASTM  (Am erican Society for Testing and Materials)

•  CE  M ark  

•  DIN (Deutsches Institu t fur Norm ung e .V .)  

•  EN  (Euronorm s S tandard)  

•  Lloyd’s (Lloyd’s Register’s Rules and Regulations)  

•  ISO  (In terna tional O rgan ization for S tandardiza tion)  

•  Conform  to JIS (Japanese Industria l S tandard)  

•  NK  (N ippon K aiji Kyokai)  

And o ther industria l standards  

API (American Petroleum Institute) - Spec 2W : Certificate number 2w-0012
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